DATE:08-Nov-02 14:52:59

OBJECT:25M919

NAME : ARHARR IS

8 7 | 6 5 f 4 3 2 !
——— 2. 00
[50.8]
NOTE 2 Ve T ]
06 .0-1.5
NOTE 2
06
22.38 D
[568.3] AN > N
| @/
NOTE 2
07 |
SECTION /\ - /\
SCALE I/ _
—]
e -
[492]
4.08 —— 16.37 [415.8] HFA“kk
[103.6] INSTALLED LENGTH A °
(L e
RI.9 TYP
(48] (C>
(10.7 [272]1) = C
QRL FLANGE
4.9
[379]
N—
2
<\
) SCALE 1/4
@1.50 PIPE TYP
(1.900 [48.261 OD X
/>\\ f MIN |1.652 [41.961 1D)
5.8 5 6
[ 147] | [143]
45.25
21.3 (1149, 4] Py I -
/ [54] ] [ 568 ]
| 35°
7 18,48
(469 . 3]
// 44 <>
( L1 S
N\ | K B
| RN 1
[269] g )
[ 184] 3 - h
‘ [88]
\ | l
e (N T _
N || B L
N P - ———— 6.3 [413] ——————
[ 152] TUBE LENGTH
_ 2.5 - _
(318 -
NOTES: (UNLESS OTHERWISE SPECIFIED) S <
= ©
. THIS IS A CRYOGENIC VACUUM COMPONENT. 1. REMOVE ALL THE BURRS AND REAM THE ENDS FOR CIRCULARITY %
AND CLEAN ENDS. .S
2. WELDING PROCEDURE: PER VENDOR SPECIFICATION WITH LBNL APPROVAL. .1
2. TUBE END SURFACE MUST BE PERPENDICULAR TO THE TUBE AXIS 2
3. CLEANING PROCEDURE PER VENDOR SPECIFICATION WITH LBNL APPROVAL . WITHIN +/-.010.
4. PACKAGING AND STORAGE PROCEDURE OF THE COMPONENTS: 3. PERFORM ACCEPTANCE TESTS PER SECTION 3.2 OF LBNL SPECIFICATION M856.
PER VENDOR SPECIFICATION WITH LBNL APPROVAL .
4. A MARK DESIGNATING THE INSTALLED LENGTH WILL BE UTILIZED DURING : || PIPE, PER ASTM ASTC o0 J0d
5. DIMENSIONS AND TOLERANCING PER ANSI YI14.5M-1982. FINAL INSTALLATION OF THE DEEDBOX ASSEMBLY. MARK, SCRIBE OR ETCH 8 || PIPE, PER ASTH A312 33 304
UNTTS ARE IN INCHES [mm] UNLESS OTHERWISE SPECIFIED. THIS LOCATION IN A PERMANENT MANNER, SUBJECT TO LBNL APPROVAL, 1 || PIPE, PER ASTM A312 55 3041
TO AN ACCURACY OF 0.063". 6 || PIPE, PER ASTM A312 $S 3041
o . USE OF SULFUR OR SITLICONE BEARING OILS, LUBRICANTS, 5 25H406 || THRUST SUPPORT, BUS DUCT $S 304L A
OR COOLANTS ARE STRICTLY PROHIBITED. 5. PROVIDE A MINIMUM LENGTH OF 4.0" OF STRAIGHT, SMOOTH PIPE 1 [ WELD RING, 1D 75mm, FNAL SUPPLIED 55 3040
ON THE INDICATED SIDE OF THE INSTALLED LENGTH MARK FOR ; I BRAIDED FLEX ROSE 1 172 10 ¥ 55" L 55 300 SERIES
7. USE OF RESIN OR RUBBER BONDED ABRASIVES UNDER POWER PIPE WELDING DURING FINAL INSTALLATION OF THE FEEDBOX S T ANGE FRALE 5520 -WB-390033 <00 PRIt
OiLETRCTLY PROHIBITED. USE VITREOUS BONDED ABRASIVES ASSEMBLY . ‘ e T o T 0T T I e
6. PIPE MUST BE STRAIGHT AND SMOOTH (NO BUMPS) FOR 0.5" ON EITHER SIDE LS I R JLRIETION MR
8. VENDOR SUGGESTED CHANGES TO WELD PREPS; SUBJECT TO OF THE CENTER-PLANE OF THE SUPPORT. UNLESS OTRERWISE SPECIFIED | SHOP ORDERS Lo ERNEST ORLANDO LAWRENCE /“\j
LBNL APPROVAL. KA 0 |TRAC & 1164 |4 w1 BERKELEY NATIONAL LABORATORY ﬂﬁﬂﬂl\ﬂg
7. CAP BOTH ENDS OF PIPE AFTER ACCEPTANCE TESTS PER SECTION 3.2 OF LBNL S KKK E£ 003 Jngles &+ 1.00°|% 0 UNIVERSITY OF CALIFORNIA - BERKELEY
9. FITTINGS MAY BE USED IN PLACE OF BENDS; SUBJECT TO LBNL APPROVAL. SPECIFICATION M856. //,\\\ S [ X0+ 0,010 [FINISH 125/, | SURFACE LHC IR FEEDBOX
DO NOT SCALE PRINT |uthop TAG CRYOGENICS
0. VENDOR SUGGESTED CHANGES TO TOLERANCES TO FACILITATE —{ - (::) THREADS ABE CLASS 7 E%gwm PIPE WELDMENT, LD ORL / LD CROSSOVER .
FABRICATION OR ASSEMBLY; SUBECT TO LBNL APPROVAL. \\\/// CHANER ERDS OF ALL SCREW TRENDS 31 PROECT ) T e Tt oo Towr 174 2o Tt
ch 1O 11 JOHD O 8 MOHED THEALSTDIG w1 WE 16-0c1-02 ASSEM - SHEET 1 OF 1 |
THIRD ANGLE PROJECTION A DPO INITIAL RELEASE RWWEBWMiWHDSMMHR&L%%SMM S VIROSTEK DATE 29-0ct-07)| PATENT CLEAR: | DESIGN ACCT. NO. | CATEGORY CODE | DWG. NO. SIZE| REV. %
REV|DWG|CHK|ZONE| DATE CHANGES [N ACCORDANCE WITH ASHE Y14.5M & B4 | APR D _OSHATZ WTE 16-0c 1-02 /5LCE2 | LH2003 | 2BM9O196 | A F
- - __ _— __— _— _—_— _—_— _—_— _— _—_— Dwg. File: 25M919 Wodel File: 25M919 |
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